
 
LUXXAN NET 

 
Weight: 7.4 Kg / 16.3 Lb 
 
Nets design: The Cargo pallet net is designed to be used in aircraft 
cargo compartment with loading and restraint system acc. to the NAS 
3610 Class II 
 
Requirement: NAS 3610, 2M2N/2A1N, ETSO C 90c 
IATA ID code: NME 
 
Size: 88/96 x 125 x 118 
 
Max. Gross weight: The nets is designed for a load of 6.804 kg = 
15.000 lb 
 
Burn rate: The burn rate of polyester rope will be less than 2.5 
Inch/min 
 
Construction: The net is built in a one-piece design. 
 
Mesh design: The net is made of knotless mesh sections. The size of 
mesh will be: 10 inch 
 
Material: The net is made of Luxxan rope and cast iron Stud fittings 
and nets adjusting hooks 
 
Lashing Line: 4 coloured corner ropes to connect the side panels  
 
Adjustment: The net is designed for a height adjustment from 24” to 
118”  
 
Tensioning: The net will be equipped with 24 pieces net hooks.  
Hooks are designed for a minimum load of 5000 lb 
 
Fitting: The net will be equipped with 18 double stud fittings according 
to ISO 9788. Fittings will be drilled with 3 mm hole to allow permanent 
attachment to the pallet. 
 
Marking: The net will be equipped with 2 pieces handling placards size 
10 x 10 inch (250 x 250 mm) acc. to the IATA Standard Specification 
40/0 with Company logo and the size of the net size according to IATA 
Standard Specification.  
 
Manufacturer tag: The net will be equipped with Manufacturer labels 
made of alloy containing all 2 TSO required information 
 
Flag: The net will be equipped with 5 pieces “DO NOT CUT” Flags on 
one 125 Inch side showing the permanent fixture on Pallet, acc. to the 
IATA Standard Specification 40/0. 
 
Lifespan: Nets are designed for a lifespan of 3 years from date of first 
service. 
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